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Z I VA
DES IGNED FOR
THOSE WHO CREATE  PERFECT, 
D IST INCT IVE  WORK.

T E C H N O L O G Y

T E C H N I C A L  S P E C I F I C AT I O N S Z I V A  S L I M

POWER SUPPLY VOLTAGE 220/240 Va – 50/60 Hz

POWER ABSORBED 80 W

DIMENSIONS 330x670x50 mm

WEIGHT 3,8 Kg

LIGHTING Up to 3,400 Lux (at a distance of 900 mm)

COLOUR TEMPERATURE 5,500 K

COLOUR RENDERING INDEX > 90

MEMORIZATION OF
LAST ILLUMINATION LEVEL •

T E C H N I C A L  F E AT U R E S

H O M O G E N E O U S  L I G H T I N G 
W I T H O U T  S H A D O W  A R E A S

The ZIVA SLIM dental ceiling light uses latest 
generation technologies to provide homogeneous 
lighting that is proportional to the work 
environment, reducing both the shadow areas 
as well as operator stress and visual fatigue.

A C C U R A C Y  O F  C O L O U R S  A N D 
S U R F A C E S

The colour rendition index > 90 and the colour 
temperature of 5,500 K, enable a realistic 
determination and perception of color and 
greater definition of details.

L I G H T  U P  Y O U R  W O R K S T AT I O N 
W I T H  A  T O U C H

The touch sensor placed on the side profile of 
the lamp allows:
• ON/OFF

• ADJUSTMENT OF LIGHT INTENSITY

(The technical data given represent typical values subject to tolerance)
Product in Compliance with Directive 2015/53/EU
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ZIVA SLIM is the ceiling light designed for dental 
practices to meet the main needs of the professional:

• NO SHADOWS IN THE WORKING AREA

• HOMOGENEOUS ILLUMINATION THAT IS
 FLICKER-FREE, IR-FREE AND UV-FREE

• REAL CORRESPONDENCE AND COLOUR  
 PERCEPTION

• BETTER VIEW OF DENTINE AND ENAMEL AREAS

• INCREASED EVIDENCE OF THREE-DIMENSIONALITY

• SUSPENSION FIXING FOR A PERMANENTLY
 FREE WORK SURFACE

L E D  C E I L I N G  L I G H T 
FOR DENTAL LABORATORIES




