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MEDIT i700

Specifications

Scanning technology

Margin Line Creation

Scanning frame

Imaging technology

Denture Scanning

Medit i700
Upto 70 FPS
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3D-in-motion video technology | 3D full color streaming capture g &uas

Soladl yuae Qo Aas

Light source LED
Anti-fogging technology Adaptive anti-fogging Anlus slae
Accuracy Full-arch 109um + 098 JalS Gugd 4l
Dimensions 248 x 44 x 47.4mm alas¥
Handpiece e ]
Weight 245g NS '
Tip size 22.2x159 mm el 1 k@
Mirrorangle 45-degree angle €asier toscan distal molar area BT, Al
Scan area 15x 183 mm §Alats
Tip = oul
Up to 150 times
Autoclavable sl
Autoclave 121°C 30 mins | Autoclave 134°C 4 mins
Reversible Tip Yes ®180 yagill Juth i
Remote control mode Yes e e @Sl Bjce
Special mode Aol & e
UV-C disinfection Yes Aeuiicd) (598 And¥ s @ihalll
Length 2.0m / Handpiece Detachable Jslall
Cable LS
Connectivity USB 3.1 Gen1 (C Power Delivery) Jlasl :
Free Application Al il cdal
#h YT 5
Smile Design Otho  Occlusion Crown Fit Splints Model Builder Temporariéé DCM Converter  Calibration Compare
Simulation Analyzer Wizard

Smart Scan Filtering Medit Ortho Simulation Smart Color Filtering
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